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WEIGHT AND BALANCE REPORT

Aircraft: SZD50-3
Serial No: B2061
Registration No. N92MN
Date: 04/16/24
By: Bob Herman A&P: 3446201

Datum Line: Front Leading Edge of Wing at the Root Rib
Leveling Means: Level wing root rib cord with antifreeze filled connected water pipes at root rib.

531.5  lbs. Weighed on April 16, 2024
309.0  lbs. Weighed on April 16, 2024

Q = 840.5  lbs.
a = 68.3  in.
L = 251.2  in.

Calculate Empty Weight C.G. 24.0  in.

Max. Gross Weight: 1257  lbs.

Calculate Useful Load: U = (MGW – Q ) = 416.5  lbs.

EQUIPMENT LIST
Tost Nose Hook
Tost C.G. Hook

Front Instrument Panel: Airspeed Indicator       Rear Instrument Panel: Airspeed Indicator
Tasman Variometer PZL Variometer
PZL Variometer Altimeter
Altimeter 5 Point Harness
G-meter Boom Microphone
Transceiver Magnetic Compass
5 Point Harness
Boom Microphone
Magnetic Compass

Baggage Compartment: Battery – LiFePO

P1 =
P2 =

b = ((P2 x L) / (P1+P2)) - a
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INDIVIDUAL LOADING PLAN

 

LOADING PLAN

C.G. Moment M = Q * b 20200.1 ###
Front Seat Weight FS = U-RS or max 242 ###
Ballast Weights (inc: 121.0 CG Moment & Tot Wt) -1910.0 22  lbs.

RS Wt.(lb) RS Moment FS Wt.(lb) FS Moment GG Moment Tot. Wt. Tot. Moment
0.0 0.0 121.0 -6281.6 18290.1 983.5 12008.5
0.0 0.0 154.0 -8018.4 20200.1 994.5 12181.6
0.0 0.0 242.0 -12650.0 20200.1 1082.5 7550.1

121.0 -1210.0 242.0 -12650.0 20200.1 1203.5 6340.1
132.0 -1194.5 242.0 -12650.0 20200.1 1214.5 6355.6
154.0 -1163.5 242.0 -12650.0 20200.1 1236.5 6386.5
176.0 -1132.5 240.5 -12571.1 20200.1 1257.0 6496.5
198.0 -1101.5 218.5 -11413.2 20200.1 1257.0 7685.4
220.0 -1070.6 196.5 -10255.3 20200.1 1257.0 8874.2
242.0 -1039.6 174.5 -9097.4 20200.1 1257.0 10063.1

All Loading Plan loads within C.G. envelope.
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